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3M™Adflo™Powered Air Resp. System Ready 
Kit, 57776
Produktnummer: 3M577726

Highlights:

3M™ Speedglas™ 9100 MP Welding Helmet with 3M™ 
Adflo™ Powered Air Purifying Respirator System
Wide, clear visor plate
Sold with options of 3M™ Speedglas™ 9100 Welding 
Filters
Ergonomic, adjustable headband for good comfort, 
helmet stability, and weight distribution
Recommended for construction, design & 
construction, heavy infrastructure, and industrial 
maintenance industries

 

Description:

The 3M™ Adflo™ Powered Air Purifying Respirator System 
with 3M™ Speedglas™ 9100 MP Welding Helmet is designed to help protect the eyes and face from radiation, 
sparks, and spatter. This system also includes respiratory protection, head protection, optional hearing 
protection, and a flip-up welding shield.

The flip-up functionality built into the 3M™ Speedglas™ 9100 MP Welding Helmet with 3M™ Adflo™ Powered Air 
Purifying Respirator System makes it an adaptable protection solution. This system allows for quick swapping 
between welding filter and clear view, helping the user inspect their work while they go.

 

Details:

ADF Dark State Shades: Variable dark shade 5, 8, 9-13
ADF Shade Range: Shade 5,8, 9 - 13
ADF Technology: Natural Color
Air Source: PAPR
Auto-Darkening Filter (ADF) Model: 9100XXi
Battery Life: Turbo: approx. 7-9 hours, ADF: up to 1800 hours
Battery Type: ADF: Lithium 3V, Turbo: Lithium-ion
Brands: Adflo™
Breathing Tube Grade: Adjustable
Cartridge or Filter Included: HE Filter
Cartridge or Filter Type: Particulate
Case Quantity: 1
Charging Time: Turbo: approx. 4.5 hours
Comes with Auto-Darkening Filter (ADF): Yes
Dark Shades: Shades 9-13
Features: Head Protection
Filter Viewing Area: 73 x 107mm
Grinding Option: ADF with Grind Mode
Headgear Type: Welding Helmet with Respiratory Assembly
Includes: Non pertinent
Intrinsically Safe: No
Lens Type: No Lens
Light State: Shade 3
Mounting Type: Belt-Mounted
Number of Sensors: 3
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Operating Temperature (Celsius): -5°C to +55°C
Partial Charge Time: 80% in approx. 3 h
Product Code: 577726
Product Colour: Black
Product Series: 9100 MP, Adflo
Product Type: Auto-darkening Filter
Protection Level: NPF 500
Recommended Application: Grinding, Metal Processing, Metal Repair, Welding
Recommended Industry: Heavy Industrial
Safety Helmet Included: Yes
Series Type: 9100
Side Windows: Yes
Smallest Saleable Unit: Each
Specifications Met: EN166:BT, EN175:B, EN 379, EN 12941 TH3
Storage Temperature (Celsius): -20°C - 55°C
Switching Time (Dark-Light): 40-800 ms
Switching Time (Light-Dark): 0.1 ms @ 23°C
Swtiching Time Delay: 5 Level (TIG>1A & MIG/MAG, Stick)
UV/IR Protection: Shade 13 (permanent)
User Type: Professional
Viewing Area (Imperial): 2.8 in x 4.2 in
Viewing Area (Metric): 73 mm x 107 mm
Visor Type: Clear Visor and Auto-Darkening Welding Lens
Welding: Yes
Welding Process: Grinding

 

 

Manufacurer Website: 3M - 577726

Standarder

Standarder EN 379:2003 , EN 12941 TH3, EN166:BT, EN175:B

Les mer om produktet her:
https://www.redwingnordic.com/product?number=3M577726

https://www.3m.co.uk/3M/en_GB/p/dc/v000221378/
https://www.redwingnordic.com/product?number=3M577726&source=PDF
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